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1
METHODS AND SYSTEMS FOR
DETERMINING AND DISPLAYING
PRINTING DEVICE ENERGY SAVINGS

BACKGROUND

The present disclosure relates to information collection
and presentation. More specifically, the present disclosure
relates to printing device energy savings information collec-
tion and presentation.

Many office devices such as printers, copiers and multi-
function devices (e.g., a single device capable of scanning,
printing, faxing and/or copying) are capable of operating in
one or more energy saving modes. For example, when a
device is not used for a given period of time, the device may
enter a “sleep” mode.

During energy saving modes, the device uses less overall
power as compared to normal operating mode and, thus, saves
energy costs and various other resources. However, a user of
the device has to endure performance losses associated with
production losses from energy saving mode. In some
instances, the production losses may be of a larger value than
the energy or resource savings. As such, a user or an admin-
istrator for the device may disable energy saving mode as a
means to reduce lost productivity.

SUMMARY

This disclosure is not limited to the particular systems,
devices and methods described, as these may vary. The ter-
minology used in the description is for the purpose of describ-
ing the particular versions or embodiments only, and is not
intended to limit the scope.

Asused in this document, the singular forms “a,” “an,” and
“the” include plural references unless the context clearly
dictates otherwise. Unless defined otherwise, all technical
and scientific terms used herein have the same meanings as
commonly understood by one of ordinary skill in the art.
Nothing in this document is to be construed as an admission
that the embodiments described in this document are not
entitled to antedate such disclosure by virtue of prior inven-
tion. As used in this document, the term “comprising” means
“including, but not limited to.”

In one general respect, the embodiments disclose a system
for determining and displaying energy saving information
associated with a printing device. The system includes a
processor and a computer-readable non-transitory storage
medium operably connected to the processor. The computer-
readable non-transitory storage medium contains a set of
instructions that, when executed, instruct the processor to
determine a first energy usage by the printing device in a
normal operating mode, determine at least one second energy
usage for the printing device in at least one energy saving
mode, compare the first energy usage and the at least one
second energy usage, determine at least one energy savings
based upon the comparison, and cause the at least one energy
savings to be displayed.

In another general respect, the embodiments disclose a
method of determining and displaying energy saving infor-
mation for each of one or more energy saving modes associ-
ated with a printing device. The method includes determin-
ing, by a processor, a first energy usage by the printing device
in a normal operating mode; determining, by the processor, at
least one second energy usage for the printing device in at
least one energy saving mode; comparing, by the processor,
the first energy usage and the at least one second energy
usage; determining, by the processor, at least one energy
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2
savings based upon the comparing; and displaying, by a dis-
play device operably connected to the processor, the at least
one energy savings.

In another general respect, the embodiments disclose a
printing device for determining and displaying energy saving
information associated with the printing device. The printing
device includes a processor, a power supply operably con-
nected to the processor and configured to measure power
consumed by the printing device and transmit a power value
to the processor, the power value indicative of the power
consumed, and a computer-readable non-transitory storage
medium operably connected to the processor. The computer-
readable non-transitory storage medium contains a set of
instructions that, when executed, instruct the processor to
receive the power value from the power supply, determine a
first energy usage by the printing device in a normal operating
mode based upon the power value, determine at least one
second energy usage for the printing device in at least one
energy saving mode based upon the power value, compare the
first energy usage and the at least one second energy usage,
determine at least one energy savings based upon the com-
parison, and cause the at least one energy savings to be dis-
played.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates an exemplary office environment includ-
ing multiple computing devices and a printing device accord-
ing to an embodiment.

FIG. 2 illustrates an exemplary flow diagram of a method
for determining potential energy savings at a printing device
according to an embodiment;

FIG. 3 illustrates an exemplary flow diagram of a method
for determining actual energy savings at a printing device
according to an embodiment; and

FIG. 4 illustrates various embodiments of a computing
device for implementing the various methods and processes
described herein.

DETAILED DESCRIPTION

A “printing device” is an electronic device that is capable
of'receiving commands, and/or printing text characters and/or
images on a substrate, and/or scanning images. Printing
devices may include, but are not limited to, network printers,
production printers, copiers and other devices using ink or
toner, and scanners. A printing device may also perform a
combination of functions such as printing and scanning, in
which case such a device may be considered a multifunction
device.

A “computing device” refers to a device that processes data
in order to perform one or more functions. A computing
device may include any processor-based device such as, for
example, a server, a personal computer, a personal digital
assistant, a web-enabled phone, a smart terminal, a dumb
terminal and/or other electronic device capable of communi-
cating in a networked environment. A computing device may
interpret and execute instructions.

A “printer driver” refers to a set of computer instructions
operably configured to instruct a processor of a printing
device to process and print a document or print job.

A “print job” is one or more documents accessed at a
computing device and requested by a user to be printed or
otherwise processed at a printing device.

During an energy saving mode, various components in a
printing device go into low power operation or are turned off
completely. For example, a copier’s fuser may be turned off,
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motor drives and controllers may be shut off, and communi-
cation interfaces may be put into a low power, low speed
mode. Once the device receives a request to perform a specific
function, the device may exit sleep mode and operate as
normal.

Some office devices may also include one or more energy
saving modes that are designed to utilize less power and other
resources than normal operating mode while attempting to
reduce any impact on the productivity of the office device. For
example, an office device may include an economy print
mode where less ink or toner is used. Similarly, an office
device may include a batching print mode where a print job is
only processed after a set number (e.g., 20) of print jobs are
received by the device. This limits the number of times the
office device is functioning in print mode, thereby reducing
the overall power consumed and resources used.

Many modern office devices include sophisticated drivers
or software configured to operate various functions of the
device. Often, one or more drivers monitor energy consump-
tion and power used by the device. However, in prior art
devices, this information is not provided to a user or operator
of'the device in an easily accessible, or easily readable, man-
ner.

FIG. 1 illustrates a block diagram of an exemplary system
100 for accessing a single printing device from various com-
puting devices. As shown in FIG. 1, the system 100 may
include multiple computing devices 102, 104, and 106, oper-
ably connected to a printing device 110 via a network 108.
The network 108 may include, but is not limited to, a local
area network (LAN), a wide area network (WAN), the Inter-
net, an intranet and/or any other communications network. It
should be noted that a single printing device 110 is shown by
way of example only. In a typical system, multiple printing
devices may be utilized; however, to simplify the example, a
single printing device 110 will be discussed. The printing
device 110 may include a computer readable non-transitory
storage medium 112 configured to store one or more printer
drivers as well as a processor 114 operably connected to the
storage medium. The one or more printer drivers may instruct
the processor 114 to perform various functions such as print-
ing a document. Similarly, the one or more printer drivers may
also monitor energy usage at the printing device 110 and store
this information in the storage medium 112.

As discussed above, in a typical system, a user wishing to
print a document from one of the computing devices 102,104,
or 106 would access a printer driver configuration page for
printing device 110. When the user selects to print the docu-
ment, the associated print job may be placed in a printer queue
118 for processing and printing. The printer queue 118 may
be a storage device integrated in the printing device, such as
storage medium 112, and operably connected to the processor
114 of the printing device. Alternatively, the printer queue
118 may be a storage device remotely located in, for example,
a print server and operably connected to the printing device
110 via a communications network.

The printing device 110 may be configured to operate in
one of several modes. For example, the printing device may
operate in normal operating mode or in an energy saving
mode. For example, energy saving modes may include, but
are not limited to, an economy print mode (e.g.,a mode where
quality of the printing is reduced), a low speed mode (e.g., a
mode where a low speed network connection is used), a batch
printing mode (e.g., a mode where print jobs are only per-
formed once a certain number of jobs are stored in the print
queue), and other related energy saving modes. An individual
energy saving mode may encompass two or more other
energy saving modes. For example, the printing device 110
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4

may include a maximum energy saving mode which includes
all of the above-listed energy saving modes.

A power supply 116 of the printing device 110 may include
software such as a dedicated driver configured to monitor the
power used by the printing device. The power supply 116 may
monitor, measure and record power consumption during a
normal operating mode as well as each of the energy saving
modes. The power supply 116 may store the measured power
consumption levels in a memory, such as storage medium
112, shared with the processor 114 of the printing device 110,
or the power supply 116 may transmit the measured power
levels to the processor for further processing. Additional soft-
ware at the printing device 110 may instruct the processor 114
to calculate energy savings for each of the energy saving
modes based upon the measured power levels and display this
information.

FIG. 2 illustrates a flow diagram of an exemplary method
for determining energy savings related to using energy saving
modes at a printing device, e.g., printing device 110, and
displaying the energy savings. During initialization or con-
figuration, the printing device may determine 202 an amount
of'energy consumed or otherwise used by the printing device
during normal operating mode. For example, the printing
device may perform various tasks such as scanning, copying
and/or printing under normal conditions, measuring the
energy used during the task at the power supply of the printing
device and determining 202 the total energy used during the
normal operating mode. Similarly, the printing may deter-
mine 204 the total energy consumed for performing the same
task in an energy saving mode. For example, the printing
device may determine 204 the total energy consumed for
performing the same task in an economy printing mode.
Based upon the software and capabilities of the printing
device, multiple energy saving modes may be accessible to
the printing device. The printing device may determine 206 if
there are additional energy saving modes the task can be
performed in. If there are additional modes, the printing
device may determine 204 the energy consumption for those
modes as well. To continue the above example, in addition to
economy printing mode, the printing device may include a
batch printing mode. The printing device may determine 204
the energy that would be consumed for performing the task in
batch printing mode. Similarly, the printing device may
include a low-speed, low-power connectivity mode. The
printing device may determine 204 the energy that would be
consumed for performing the task in the low-speed, low-
power connectivity mode.

If the printing device determines 206 there are no addi-
tional energy saving modes, the printing device may deter-
mine 208 an estimated energy savings for each of the identi-
fied energy saving modes. The determination 208 may
include comparing the determined 202 energy for performing
a task in normal operation mode versus the determined 204
energy for performing the same task in each energy saving
mode. The determination 208 may further include subtracting
the determined 204 energy for performing a task in each
energy saving mode from the determined 202 energy for
performing a task in normal operation mode.

The energy savings may be displayed 210 such that a user
can consider the energy savings when choosing how to oper-
ate the printing device. For example, if the energy savings are
significant, the user may opt to set the printing device to
default to low-speed, low-power connectivity mode.

The energy savings may be displayed on a user interface
display integrated into the printing device itself for review
during initialization or configuration of the printing device.
Alternatively, the energy savings may be displayed to a user
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on a remote computing device such as one of computing
devices 102, 104 and 106. When printing a document or
otherwise forwarding a print job to a printing device, a user
may be prompted to select an energy saving mode. Each of the
energy saving mode selections (e.g., via a drop down menu or
a list including radio buttons) may include the energy saving
information for reference by the user when making their
selection.

For example, a user may choose to print a document. When
accessing the print configuration menu on their computing
device, the user may have the option to select a printing
device, such as printing device 110. The user may also have
the choice to select a printing mode such as normal operating
mode or one of several energy saving modes. Each of the
energy saving modes may include the energy saving informa-
tion, such as cost savings for printing the document. Alterna-
tively, as discussed above, an administrator may set the print-
ing device to default to a specific energy saving mode. The
user wishing to print the document may be able to change the
default setting if the user has proper authorization from the
administrator.

In an alternative embodiment, a calculation may be per-
formed to determine actual cost savings at the printing device.
A specific energy cost (e.g., price per kilowatt hour) may be
stored at the printing device. The amount of energy saved by
using an energy saving mode may then be converted directly
into a cost savings and displayed 210. Similarly, the concepts
discussed above may be applied to additional modes of the
printer. For example, savings related to green printing modes,
such as duplexing or printing in lower resolutions, may be
displayed.

The process as described in FIG. 2 may be repeated for
each task the printing device is capable of performing. For
example, if the printing device is a multi-function device
capable of scanning, faxing, printing and copying, estimated
energy savings may be calculated for each task as performed
in each of the energy saving modes.

In a specific example, an office may purchase a multifunc-
tion printing device capable of printing, scanning, faxing and
copying documents. The printing device may include various
modes of operation including normal operating mode and
several energy saving modes. When configured, an adminis-
trator may set up the printing device to function in normal
operating mode during all business hours to maximize the
productivity of the printing device, regardless of the energy
costs associated with normal operating mode. However, when
auser selects to use the printing device, depending on the task
selected by the user, the printing device may display the
potential cost or energy savings for performing that task in an
energy saving mode. Based upon this information, the user
may select one or more of the energy saving modes.

For example, a user may select to print a document. The
printing device may display the savings for printing the docu-
ment in economy mode, the savings for printing the document
in low-speed mode, and the savings for printing the document
in a batch printing mode. The user may opt to select one or
more of the energy saving modes based upon the displayed
information.

Alternatively, the administrator may set the printing device
to always function in an energy saving mode such as batch
printing mode. When a user selects to print a document, the
printing device may display information related to the batch
printing mode such as energy or cost savings associated with
batch printing. The user may be given the option to override
the batch printing mode, instead printing the document in
normal operating mode. The printing device may be further
configured to organize users into specific groups, each group
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having certain rights. For example, managers may be placed
into a group where they have the option to override the energy
saving modes. Conversely, hourly employees may not have
the option to override the energy saving modes.

In an alternative embodiment, a printing device may dis-
play actual cost savings to a user based upon one or more
energy saving modes used by the user. Referring to FIG. 3, a
user may send a document to be printed to a printing device.
The user may select one or more energy saving modes to
process and print the document. For example, the user may
select batch printing and duplex printing. The printing device
may determine 302 the energy that would be consumed dur-
ing normal operation to print the document. A determination
302 may be performed when the printing device is initialized
and scaled accordingly for each document received for pro-
cessing. Alternatively, the printing device may determine 302
the energy used during normal operation for each document
as it is received.

The printing device may process 304 the document using
the one or more energy saving modes selected by the user.
After processing, the printing device may determine 306 the
actual energy used to process the document using the one or
more energy saving modes. Based upon the determined 306
actual energy used, the printing device may determine 308 an
actual energy savings for processing the document using the
user selected energy saving modes. The determination 308
may include comparing the determined 302 energy for pro-
cessing the document in normal operation mode versus the
determined 306 actual energy used to process the document
using the energy saving modes. The determination 308 may
further include subtracting the determined 306 actual energy
used from the determined 302 energy for processing the docu-
ment in normal operation mode.

The energy savings may be displayed 310 such that a user
can see their savings as a result of selecting the energy saving
modes. For example, if the energy savings are significant, the
user may opt to set the printing device to default to one or
more energy saving modes. Similarly, the user may opt to
personally continue using the energy saving modes.

The energy savings calculations as described above may be
performed by the printing device at start-up or at determined
time intervals. FIG. 4 depicts a block diagram of exemplary
internal hardware that may be used to contain or implement
the various computer processes and systems as discussed
above. A bus 400 serves as the main information highway
interconnecting the other illustrated components of the hard-
ware. CPU 405 is the central processing unit of the system,
performing calculations and logic operations required to
execute a program. CPU 405, alone or in conjunction with
one or more of the other elements disclosed in FIG. 4, is an
exemplary processing device, computing device or processor
as such terms are used within this disclosure. Read only
memory (ROM) 410 and random access memory (RAM) 415
constitute exemplary memory devices.

A controller 420 interfaces with one or more optional
memory devices 425 to the system bus 400. These memory
devices 425 may include, for example, an external or internal
DVD drive, a CD ROM drive, a hard drive, flash memory, a
USB drive or the like. As indicated previously, these various
drives and controllers are optional devices. Additionally, the
memory devices 425 may be configured to include individual
files for storing any software modules or instructions, auxil-
iary data, common files for storing groups of results or aux-
iliary, or one or more databases for storing the result infor-
mation, auxiliary data, and related information as discussed
above.
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Program instructions, software or interactive modules for
performing any of the functional steps associated with the
operation of the printer driver(s) above may be stored in the
ROM 410 and/or the RAM 415. Optionally, the program
instructions may be stored on a tangible computer readable
non-transitory storage medium such as a compact disk, a
digital disk, flash memory, a memory card, a USB drive, an
optical disc storage medium, such as a Blu-Ray™ disc, and/or
other non-transitory recording medium.

An optional display interface 430 may permit information
from the bus 400 to be displayed on the display 435 in audio,
visual, graphic or alphanumeric format. The information may
include information related to a current job ticket and asso-
ciated tasks. Communication with external devices may
occur using various communication ports 440. An exemplary
communication port 440 may be attached to a communica-
tions network, such as the Internet or a local area network.

The hardware may also include an interface 445 which
allows for receipt of data from input devices such as a key-
board 450 or other input device 455 such as a mouse, a
joystick, a touch screen, a remote control, a pointing device,
a video input device and/or an audio input device.

Various of the above-disclosed and other features and func-
tions, or alternatives thereof, may be combined into many
other different systems or applications. Various presently
unforeseen or unanticipated alternatives, modifications,
variations or improvements therein may be subsequently
made by those skilled in the art, each of which is also intended
to be encompassed by the disclosed embodiments.

What is claimed is:

1. A system for determining and displaying energy saving
information associated with a printing device, the system
comprising:

a processor;

a first printing device operably connected to the processor
and configured to receive a print job and process a docu-
ment contained within the print job in at least one of a
plurality of energy saving modes, wherein: the first
printing device comprises a power supply configured to
measure consumed power, and

the plurality of energy saying modes comprise a low speed
operating mode, a batch printing mode, and an economy
print mode; and

a computer-readable non-transitory storage medium oper-
ably connected to the processor, wherein the computer-
readable non-transitory storage medium contains a set of
instructions that, when executed, instruct the processor
to:

determine a first energy usage by the first printing device
for processing the document in a normal operating
mode,

determine an estimated energy usage by the first printing
device for processing the document in each of the plu-
rality of energy savings modes,

determine and display an estimated energy saving for each
of' the plurality of energy saving modes,

receive a user selection of one of the energy saving modes
for processing the first document,

process the document in the user-selected energy saving
mode via the first printing device,

receive an actual power value from the power supply
indicative of an actual power amount consumed by the
first printing device for processing the document in the
user-selected energy saving mode,

determine at least one actual energy usage based upon the
actual power amount that was consumed by the first
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printing device during the processing of the document in
the user-selected energy saving mode,

compare the first energy usage and the at least one actual

energy usage,

determine at least one actual energy cost savings based

upon the comparison for processing the document at the
first printing device using the user-selected energy sav-
ing mode and a per-unit energy cost, and

cause the at least one actual energy cost savings to be

displayed.

2. The system of claim 1, further comprising a communi-
cations interface operably connected to the processor and
configured to establish an operable connection to at least one
computing device.

3. The system of claim 2, wherein the set of instructions is
further configured to instruct the processor to transmit the at
least one energy cost savings to the at least one computing
device.

4. The system of claim 3, wherein causing the at least one
energy cost savings to be displayed comprises causing the at
least one energy savings to be displayed on the at least one
computing device.

5. A method of determining and displaying energy saving
information for each of one or more energy saving modes
associated with a first printing device, the method compris-
ing:

determining, by a processor operably connected to the first

printing device, an estimated energy usage by the first
printing device for processing the document in each of
the plurality of energy savings modes, wherein the plu-
rality of energy saving modes comprise a low speed
operating mode, a batch printing mode, and an economy
print mode;

determining and displaying, by the processor, an estimated

energy saving for each of the plurality of energy saving
modes;

receiving, at the processor, a user selection of one of the

energy saving modes for processing the first document;
processing, by the first printing device, a document in the
user-selected energy saving mode;

determining, by the processor, a first energy usage by the

first printing device for processing the document in a
normal operating mode;
receiving, by the processing device, an actual power value
indicative of an actual power amount consumed by the
first printing device for processing the document in the
user-selected energy saving mode, wherein the actual
power value is received from a power supply associated
with the first printing device and configured to measure
power consumed by the first printing device;

determining, by the processor, at least one actual energy
usage based upon the actual power amount that was
consumed by the first printing device for processing the
document in the user-selected energy saving mode;

comparing, by the processor, the first energy usage and the
at least one actual energy usage;

determining, by the processor, at least one actual energy

cost savings for processing the document at the first
printing device using the user-selected energy saving
mode based upon the comparing and a per-unit energy
cost; and

displaying, by a display device operably connected to the

processor, the at least one actual energy cost savings.

6. The method of claim 5, further comprising establishing,
via a communications interface operably connected to the
processor, a connection between the first printing device and
at least one computing device.



US 9,329,824 B2

9

7. The method of claim 6, further comprising transmitting
the at least one energy cost savings to the at least one com-
puting device.

8. The method of claim 7, wherein displaying the at least
one energy cost savings comprises displaying the at least one
energy savings on the at least one computing device.

9. A printing device for determining and displaying energy
saving information associated with the printing device, the
printing device comprising:

a processor;

a power supply operably connected to the processor and
configured to measure power consumed by the printing
device and transmit a power value to the processor, the
power value indicative of the power consumed; and

a computer-readable non-transitory storage medium oper-
ably connected to the processor, wherein the computer-
readable non-transitory storage medium contains a set of
instructions that, when executed, instruct the processor
to:

receive the power value from the power supply,

determine a first energy usage by the printing device for
processing the document in a normal operating mode
based upon the power value,

determine an estimated energy usage by the first printing
device for processing the document in each of a plurality
of'energy savings modes, wherein the plurality of energy
saying modes comprise a low speed operating mode, a
batch printing mode, and an economy print mode,

determine and display an estimated energy saving for each
of' the plurality of energy saving modes,

receive a user selection of one of the energy saving modes
for processing the first document,
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process the document in the user-selected energy saving

mode,

receive an actual power value from the power supply

indicative of an actual power amount consumed by the
printing device for processing the document in the user-
selected energy saving mode,

determine at least one actual energy usage that was con-

sumed by the printing device for processing the docu-
ment in the user-selected energy saving mode based
upon the actual power value,

compare the first energy usage and the at least one actual

energy usage,

determine at least one actual energy cost savings based

upon the comparison for processing the document at the
printing device using the user-selected energy saving
mode and a per-unit energy cost, and

cause the at least one actual energy cost savings to be

displayed.

10. The printing device of claim 9, further comprising a
communications interface operably connected to the proces-
sor and configured to establish an operable connection to at
least one computing device.

11. The printing device of claim 10, wherein the set of
instructions is further configured to instruct the processor to
transmit the at least one energy cost savings to the at least one
computing device.

12. The printing device of claim 11, wherein the at least one
energy cost savings is displayed on the at least one computing
device.



